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 Tempered Laminated Glass 1212.4
25.52 mm (12/0,38/0,38/0,38/0,38/12)

Rubber 
partnumber: 5000.1283.18.00

Wedge c.t.c. 250 mm
partnumber: 5000.1284.18.00

Rubber 
partnumber: 5000.1282.18.00

Profile AMG Standard Royal
partnumber: 1280.0251.16.00

Rubber c.t.c. 250 mm
partnumber: 5000.1281.18.00

Hilti HIT-HY 200 Injectable Adhesive Anchor 
Studbolts M12 - 8.8 - Lenght 190 mm
Effective anchor embedment 152 mm
center to center max 200 mm

Concrete C20/25

Rubber 
partnumber: 5024.6001.18.00

Stainless Steel Glass Railing tube
partnumber: 4260.0600.13.00 / 4260.0600.14.00

toplayer
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Handrail option: U profile
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 Tempered Laminated Glass 1212.4
25.52 mm (12/0,38/0,38/0,38/0,38/12)

Rubber 
partnumber: 5000.1283.18.00

Wedge c.t.c. 250 mm
partnumber: 5000.1284.18.00

Rubber 
partnumber: 5000.1282.18.00

Profile AMG Standard Royal
partnumber: 1280.0251.16.00

Rubber c.t.c. 250 mm
partnumber: 5000.1281.18.00

Hilti HIT-HY 200 Injectable Adhesive Anchor 
Studbolts M12 - 8.8 - Lenght 190 mm
Effective anchor embedment 152 mm
center to center max 200 mm

Concrete C20/25

Rubber 
partnumber: 5024.6001.18.00

Stainless Steel Glass Railing tube
partnumber: 4260.0600.13.00 / 4260.0600.14.00

Cover profile
partnumber: 1281.0250.16.00
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Handrail option: U profile
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Tempered Laminated Glass 1212.4
25.52 mm (12/0,38/0,38/0,38/0,38/12)

Rubber 
partnumber: 5000.1283.18.00

Wedge c.t.c. 250 mm
partnumber: 5000.1284.18.00

Rubber 
partnumber: 5000.1282.18.00

Profile AMG Standard Royal
partnumber: 1280.0251.16.00

Rubber c.t.c. 250 mm
partnumber: 5000.1281.18.00

Hilti HIT-HY 200 Injectable Adhesive Anchor 
Studbolts M12 - 8.8 - Lenght 190 mm
Effective anchor embedment 152 mm
center to center max 200 mm

Concrete C20/25

Rubber 
partnumber: 5024.6001.18.00

Stainless Steel Glass Railing tube
partnumber: 4260.0600.13.00 / 4260.0600.14.00

Full cover
partnumber: 1282.0250.16.00

toplayer
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Handrail option: U profile
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Tempered Laminated Glass 1212.4
25.52 mm (12/0,38/0,38/0,38/0,38/12)

Rubber 
partnumber: 5000.1283.18.00

Wedge c.t.c. 250 mm
partnumber: 5000.1284.18.00

Rubber 
partnumber: 5000.1282.18.00

Profile AMG Standard Royal
partnumber: 1280.0251.16.00

Rubber c.t.c. 250 mm
partnumber: 5000.1281.18.00

Hilti HIT-HY 200 Injectable Adhesive Anchor 
Studbolts M12 - 8.8 - Lenght 190 mm
Effective anchor embedment 152 mm
center to center max 200 mm

Concrete C20/25

Rubber 
partnumber: 5024.6001.18.00

Stainless Steel Glass Railing tube
partnumber: 4260.0600.13.00 / 4260.0600.14.00

18 mm board
supply by others

toplayer
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Handrail option: U profile
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Tempered Laminated Glass 1212.4
25.52 mm (12/0,38/0,38/0,38/0,38/12)

Rubber 
partnumber: 5000.1283.18.00

Wedge c.t.c. 250 mm
partnumber: 5000.1284.18.00

Rubber 
partnumber: 5000.1282.18.00

Profile AMG Standard Royal
partnumber: 1280.0251.16.00

Rubber c.t.c. 250 mm
partnumber: 5000.1281.18.00

Hilti HIT-HY 200 Injectable Adhesive Anchor 
Studbolts M12 - 8.8 - Lenght 190 mm
Effective anchor embedment 152 mm
center to center max 200 mm

Concrete C20/25

Rubber 
partnumber: 5024.6001.18.00

Stainless Steel Glass Railing tube
partnumber: 4260.0600.13.00 / 4260.0600.14.00

Sheet Metal cover
supply by others

Cover profile
partnumber: 1281.0250.16.00

toplayer
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Handrail option: U profile
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Standard Situation

Wedge
partnumber: 5000.1284.18.00
10x c.t.c. 250 mm

13x Nut M12-DIN934
13x Washer M12 - DIN9021
13 Studbolt M12x200-DIN 976
center to center 200 mm

Profile AMG Standard Royal
partnumber: 1280.0251.16.00
Lenght = 2500 mm

Rubber
partnumber: 5000.1281.18.00
10x c.t.c. 250 mm

Rubber
partnumber: 5000.1283.18.00

Rubber
partnumber: 5000.1282.18.00
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SECTION A-A 
SCALE 1 : 2
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